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BOTTLE JACKS

November 2022

Model # BJ-4CT  Model # BJ-20

Model # BJ-20CT Model # SJ-40201CT

SPECIFICATIONS
MODEL TYPE CAPACITY MIN. HEIGHT MAX. HEIGHT DIMENSIONS (WxD) WEIGHT

BJ-4CT Manual 4 Ton 7 ” 13 3/4“ 4 5/16” x 4 1/16” 6 lbs

BJ-6 Manual 6 Ton 8 1/4” 15 15/16” 4 1/4” x 4 3/4” 8 lbs

BJ-8 Manual 8 Ton 8 13/16” 17 5/8” 4 1/2” x 5 10 lbs

BJ-12 Manual 12 Ton 9” 18” 4 11/16” x 5 3/8” 14 lbs

BJ-20 Manual 20 Ton 9 7/16” 17 5/8” 6” x 5 3/4” 21 lbs

BJ-20CT Manual 20 Ton 9 1/2” 17 3/4” 6” x 5 3/8” 21 lbs

BJ-30 Manual 30 Ton 11” 17 3/4” 6” x 7 1/2” 45 lbs

BJ-50 Manual 50 Ton 9 1/4” 14 3/4” 8 1/2” x 7” 60 lbs

SJ-40201CT Dual Air/Manual 20 Ton 10 15/64” 20 5/64” 8 3/4” x 6 3/8” 32 lbs

SJ-40300S Dual Air/Manual 30 Ton 11” 18 1/8” 10 1/4” x 8 1/4” 66 lbs

• Top quality jack line for Automotive, Industrial and agricultural uses
• Precision ground ram, Heavy Duty forged body
• Deep grooved extension screw for added height
• “Safety Rated” made to ANSI/ASME Test Specs
• Tested to 50% over rated capacity
• JACKS DESIGNED FOR USE IN VERTICAL   HORIZONTAL OR ANGULAR POSITION 

(pump to the underside of the reservoir)
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