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Model # BP-900P
• Dispenses 1-gal per 16 

revolutions
• Lightweight and corrosion 

resistant
• Spout- 1” hose barb
• Outlet: 3/4” BSP
• Inlet: 1” BSP
• 1 1/4” O.D. pickup tube
• Compatible with petroleum 

products, water-based 
chemicals, and chlorinated 
solvents.

• Body/Vanes:PPS; 
Seal:PFTE;  
Gasket: Polyethylene

Model # BP-1241
For transfer of lubricants,  
solvents, agricultural and  
industrial chemicals,  
additives and other  
non-corrosive liquids,  
for 55 gallon drums.
Designed for transfer of lubricants,  
solvents, agricultural and industrial 
chemicals, additives and other 
non-corrosive liquids, 
for 55 gallon drums.

Features:
• Chrome plated finish for long lasting quality  

and appearance 
• Self adjusting telescopic suction tube for pumping  

55 gallon drums Comes with 2” NPT bung nut
• Cushioned  vinyl handle for comfortable action
• Dispenses approximately 250 cc liquid per stroke

Model # BP-900R
• For Gasoline and Diesel 

Fuel, antifreeze,  
windshield washer  
fluid, acetone, ketones, 
methanol and chlorinated 
solvents

• Dispenses 1-gal per 16 
revolutions

• Lightweight and corro-
sion resistant

• Spout- 1” hose barb
• Outlet: 3/4” BSP
• Inlet: 1” BSP
• 1 1/4” O.D. pickup tube
• Body/Vanes:PPS;  

Seal: FKM; Gasket: PFTE

Model # BP-490S
• Dispenses a maximum of 

12 oz. per stroke
• Lightweight and corrosion 

resistant
• Includes adjustable handle
• 1” O.D. telescoping suc-

tion tube
• Designed to fit 2 inch bung 

on 15-55 gallon drums
• Typically used with: Water-

based fluids, Acid, and 
Alkali solutions*

• *Please consult our 
Chemical Resistance Chart 
for specific compatibility 
concerns

• Body: Polypropylene; Seal: 
FKM & Polypropylene; 
Rod: Stainless Steel


