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Products Rust Proong RP-460HD Deluxe Kit

RP-460HD Deluxe Kit

The RP-460-HD rust proofing Deluxe

Kit has a heavy wall, 1 litre container that raises the

pressure rating to 125 psi max, allowing the RP-460

to have better atomization and much faster delivery

in heavier products.

The RP-460-HD works with most undercoating, rustproofing or anticorrosion product.

The needle, seat and suction tube are stainless steel
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SKU: L015203

Features:

 • Professional Quality

 • Deluxe Version

 • All metal gun body

• Easy to use

• Easy to clean 

Included with the kit:

45 degree x 10’ hook wand with

top quality 18’ flex hose with a

handle and swivel

one flexible 360 degree wand

one 90 degree hook wand

one round noozle

one flat nozzle for direct

application

a quick coupler on the gun to allow

fast changes between nozzle and

wand.

air regulator with gauge

Air "z" swivel 

Specifications:

Pressure: 4-6 cfm @ 60 psi

maximum pressure: 125 psi

Air inlet: 1/4" NPS-M

Container size: 1 litre
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The LRP-L015201 Rustproofing Deluxe Kit has a heavy wall, 1 
litre container that raises the pressure rating to 125 psi max, allowing 
the gun to have better atomization and much faster delivery in heavier 
products.

The RP-460-HD works with most undercoating, rustproofing or  
anticorrosion products.
The needle, seat and suction tube are stainless steel.

Features

• Professional Quality
• Deluxe Version
• All metal gun body
• Easy to use
• Easy to clean

Included

• 45 degree x 10’ hook wand 
with top quality 18’ flex hose 
with a handle and swivel

• one flexible 360 degree 
wand

• one 90 degree hook wand
• one round noozle
• one flat nozzle for direct ap-

plication
• a quick coupler on the gun 

to allow fast changes be-
tween nozzle and wand.

• air regulator with gauge
• Air “z” swivel

Specifications

• Pressure: 4-6 cfm @ 60 psi
• maximum pressure: 125 psi
• Air inlet: 1/4” NPS-M
• Container size: 1 litre


